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Image Sensor 
 Type 1/4” progressive CCD 
 Sensor Sony ICX098 
 Resolution 640 x 480 
 Lens CS mount ball lens, Auto Iris lens, or IR lens (10 Meters) 

Video Compression  
 Compression 

Resolution 
MPEG4/M-JPEG 

VGA/QVGA 
 Frame rate 30fps@VGA,QVGA 

Audio Input & Output 
 Input  Built-in MIC, External MIC 
 Output 

Compression
Headphone output jack (stereo, 32 ohm) 

8K/16KHz, PCM/ADPCM 

Other Features  
 

Features 
Motion detection 

Video overlay, both graphic and text 
Time stamp 
RTC – Real Time Clock 

Communication 
 LAN 10/100Mbps Ethernet, auto-sensed, auto MDIX 
 Wireless LAN 802.11g proprietary module (Ralink chipset) 
 Protocol HTTP, FTP, TCP/IP, UDP, ARP, ICMP, DHCP, 

PPPoE, DDNS, SMTP, UPnP 
Software 

 Browser Internet Explorer 5.0 or above 
Netscape 6.0 or above 
Media Player 9 or above 

 Application  IPView application software or ActiveX/Java Applet 
control for playback/recording/configuration 

 OS 
supported 

Win 98SE, Win 2000, Win Me, Win XP 
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GPIO 
 Generic 

Input 
1 set 

 Generic 
Output 

2 sets 

 RS-485 One input and two outputs for pan/tilt control and 
event trigger 

User Interface 
 Front Power 

LED 
Power LED (green)  

  Activity 
LED 

LAN/WLAN activity LED (green) 

 Rear Power Power jack, DC 12V 
  LAN RJ-45 jack 
  Reset Reset SW (hidden) 
  Antenna WLAN antenna x 1 
  I/O RS-485----8 pins 
  MIC-IN 3.5mm phone jack, external line in 

(10Kohm) 
  HP-OUT 3.5mm phone jack, headphone output 

(32 ohm) 
Dimension & Power Consumption 

 Dimension 133mm X 63mm X 60mm (Lens is Not included) 
 Weight 340g (Lens is Not included)  
 Power 

 
Consumption

Adaptor DC12V/1.5A, AC100~240V, 50/60Hz 
PoE (optional) 
Power consumption: 7W 

Regulations Agencies 
 EMI/EMC FCC Class B, CE Class B 
 Environme

nt 
Operation 

Storage 
Humidity 

5  ~ 45℃ ℃ 
-10℃ ~ 60℃ 
15% ~ 85% non-condensing 

Package contents 
 

 
 

CD  1. IP View Pro (16 Channel) 
2.  Manual 

 
 Stand  Wall/Ceiling/Desktop 
 Power 

Adapter 
DC12V  

 Quick 
Installation 

Guide 
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